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Enviroguard is
durable and efficient,
with an aluminum
construction that
resists rust and
corrosion.Tough 
and long-wearing,
Enviroguard ensures
many years of 
service and ease of
maintenance, with
classic good looks
that won’t go out of
style. In fact, there’s
not a more beautiful,
practical, or service-
able fixture available.

A Closer Look 
At The Lens
Enviroguard’s lens
is constructed of a
high-temp, non-
yellowing acrylic
with smooth 
outside reflecting
prisms and a
Blondel flute 
pattern inside for
superior direct and
indirect optics. It
provides 80% down
light, 20% up light,
creating an airy,
“opened-up” 
environment in any
setting.And the
lens pattern design
makes the lamp
almost invisible, just
a warm glow.

Note the smooth,
sealed, seamless 
bottom. Blondel flute
pattern hides lamp.

Wide Selection
Of Lamps
Lamp choices 
include incandescent,
state-of-the-art 50
to 450 watt HID,
and single or 
multiple compact
fluorescents with
instant-on feature
and self-contained
90-minute battery
backup pack.
Aluminum reflectors
included in all sizes
produce a more
horizontally diffused
light.

Choose incandescent,
single or multiple
compact fluorescents,
100,000 hour induction
lamp and 50 to 450
HID, whichever best
suits your specific
environment.

Noise
Electronic fluorescent 
and HID ballasts always 
provide a comfortable 
sound rated 
A environment.environment.

The Best
Warranty In
The Business
You can have 
complete confidence
in Guth Enviroguard
fixtures with a
warranty that
protects you from
defects in 
workmanship and
materials for a
period of five years.
It’s the best lighting
fixture warranty
available, and it’s
only from Guth.

Sealed,
Seamless,
Sleek
Enviroguard’s sleek,
ledge-free contour
makes it suitable for
those environments
demanding a sealed
fixture. Restaurants,
food processing,
institutional,
industrial ... any 
situation requiring
quick and easy
cleaning and 
tool-free 
maintenance,
hosedown capability,
safety from airborne
contaminants.

Sealed gasket 
provides safety from
contaminants and
allows for high 
pressure hosedown.

A Wide Range Of Listings
Enviroguard fixtures including fluorescent
are listed for operation in a 40ºC (104ºF) 
environment. Listings include:
• CETL 40ºC outdoor wet
• CETL 40ºC damp location
• CETL 40ºC indoor wet
• NSF International
• 1200 PSI hosedown

National Sanitation Foundation listed

Choose Your Mounting Options
Enviroguard’s wide variety of mounting 
options provides you with many choices.
You can use the same style fixture in several
different mountings for true design unity.
Mountings include:
• Cord and plug
• Arm
• Pole
• Pendant
•Wall mount
• Cord with canopy

Create a unique, unified look inside and out with
a variety of attractive mountings.
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Any way you want,
you’ve got it!
Enviroguard is not
just a fixture, but
an entire family of
fixtures. Available
in a family of sizes
and finishes, this
adaptable fixture
offers you a broad
variety of options
and customizations,
especially ideal for
the commercial and
retail markets.You
can even specify it
in a custom top
design, if desired.
When color is key,
color your world
with Enviroguard.

Choose fixture 
colors to match or
contrast with your
decor, as well as
several different
lens shades for
added effect.
Choose from four
practical sizes,
including 12 inch,
16 inch, 22 inch
and 25 inch. Finish
selections can be
anodized aluminum
or powder coat in
your choice of 
colors, as well as 
an almost infinite
number of metallic
platings.

The inborn flexibility
of this fixture
allows for a certain
decor or “theme”
to be carried
throughout, both
indoors and out-
doors. Light your
outside walkway

with Enviroguard
pole mountings.
Dramatize your
entry foyer with
Enviroguard wall
mounts. Create
atmosphere over 
dining tables with
Enviroguard 
pendants or arms.
The choice is yours
when the choice is
very, very versatile
Enviroguard.

Liven up the scene
with exciting colored
and tinted optics.
New 90% efficient
Soft-Glo mimics etched
glass to soften and
obscure the lamp’s
image. New 85%+
efficiency Cool-Lux’s
glowing white reflector
eliminates hot spots and
glare while providing
10% up-light.

Change Enviroguard’s
top to any color* or
metallic plating.**

From bronze to 
brass, from pewter to
platinum and every
shade in between:
Metallic plating is the
bright solution.**

* Any Tyger Dryloc RAC#
** Metallic plating available on 12" top only

Soft-Glo

Cool-Lux
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SIZES: 12 inch, 16 inch

REFLECTORS: Open, enclosed prismatic plastic
or aluminum

LABELS: Outdoor, indoor damp, NSF International

FINISHES: Anodized aluminum, powder coat finish, non-stick 
metallic plating

LAMPS: Incandescent, compact fluorescent, metal halide

MOUNTINGS: Stem or cord with canopy, wall, pole

Exercise your color options. Bright and cheery, soft and
subdued, mix and match, let there be color!

enviroguard
restaurants

Suits any decor, any theme,

from gourmet to casual.

Choose your colors from a

varied palette, and carry your

theme throughout, starting

outdoors. Continue inside to

your reception area, your

food prep area, your dining

area, your bar.

Blondel fluted interior makes
lamp seem to disappear, leaving
only a soft glow.
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SIZES: 12 inch, 16 inch, 22 inch

REFLECTORS: Open, enclosed prismatic plastic
or aluminum

LABELS: Outdoor, indoor damp, NSF International

FINISHES: Anodized aluminum, powder coat finish, metallic plating

LAMPS: Incandescent, compact fluorescent, metal halide

MOUNTINGS: Stem, cord with canopy, cord and plug, wall, pole

A selection of mounting options makes it easy to carry out your theme.

enviroguard
retail

For supermarkets, commercial

malls, stores. Enviroguard’s

high-style good looks are perfect

in a fashion or food setting,

indoors and out. Enhances

your stock, sheds flattering

diffused light in dressing

rooms, pure and natural light

on food products. Establish a

corporate identity, set the

desired scene.

Non-corrosive aluminum is 
an attractive yet durable finish.
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SIZES: 16 inch, 22 inch, 25 inch

REFLECTORS: Enclosed aluminum, prismatic plastic

LABELS: Indoor wet, NSF International,
1200 PSI hosedown

FINISHES: Anodized aluminum, powder coat finish,
non-stick fluorocarbon on ballast cover

LAMPS: Compact fluorescent, metal halide,
high pressure sodium

MOUNTINGS: Pendant, cord and plug, hose down cord and plug

enviroguard
food processing

Can be hosed down, used in

dusty or corrosive areas. Sealed

construction ensures carefree

maintenance. Suitable for use

in non-food zones and splash

zones. High-efficiency output

means you can purchase fewer

fixtures and cut energy costs.

Sealed, seamless, ledge-free
acrylic contour is smooth and
easy to clean.

Gasket seal keeps contaminants
out, allows for high pressure
hosedown.
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enviroguard
schools, institutional

Lunchrooms, gymnasiums

(wire guards available),

natatoriums, music rooms,

shops, hallways, outdoor 

walkways, parking garages,

studios.Architectural design looks

pleasant and less “institutional.”

Bi-level HID and fluorescent

maximize energy savings.

Optional wire guards protect 
fixtures in high activity areas.

SIZES: 12 inch,16 inch, 22 inch, 25 inch

REFLECTORS: Open, enclosed aluminum or prismatic plastic

LABELS: Indoor damp, indoor wet, outdoor

FINISHES: Anodized aluminum, powder coat finish, swimming pool finish

LAMPS: Compact fluorescent, metal halide, high pressure sodium

MOUNTINGS: Stem, cord with canopy, pendant, cord and plug, wall, pole

All-aluminum reflector resists 
rust and corrosion, is strong 
and durable, designed to last.

All sizes of aluminum and acrylic reflectors
are available open, enclosed or with a low
glare parabolic louver.
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SIZES: 16 inch, 22 inch, 25 inch

REFLECTORS: Open, enclosed aluminum or prismatic plastic

LABELS: Damp, wet location

FINISHES: Anodized aluminum, powder coat finish

LAMPS: Compact fluorescent, metal halide,
high pressure sodium

MOUNTINGS: Pendant, cord and plug

Warehouses, mills, factories,

paper mills, wastewater 

treatment plants. Highly efficient,

serviceable and practical, with

optimum natural light that’s

easy on the eyes yet provides

good, strong light for safety in

the workplace.

Tool-free access, pulse start

metal halide, up to 55°C ETL

rating, bi-level HID, and 

self-contained battery backup

fluorescent enhance product

usefulness.

Hose down loop cord and quick 
disconnect.

Open, enclosed aluminum or prismatic reflectors
provide practical protection, excellent light diffusion.

enviroguard

industrial
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Dimensions

BC Open

12" DIA. 12 7/16" 14 1/2" 13 3/8"

16" DIA. 16 1/8" 19" 17 5/8"

22" DIA. 22 1/4" 24" 22"

25" DIA. 25 3/8" 25 3/4" 23"

REFL. DIA DIM. A DIM. B DIM.C

A

SERIES
ELP - Prismatic

Acrylic
ELA - Aluminum

ENCLOSURE
W - Enclosed Wet
E - Enclosed Damp
O - Open Damp
R - Open Wet

SIZE
0-12"
1-16"
2-22"
5-25"

BALLAST COVER TYPE
1 - White Aluminum
2 - Anodized Aluminum
3 - Custom Finish
7 - Non-Stick Finish (Food Processing)

LAMP WATTAGE & TYPE
12 INCH
132T - 1 LT 32W Triple Tube
232T - 2 LT 32W Triple Tube
142T - 1 LT 42W Triple Tube
242T - 2 LT 42W Triple Tube
157Q - 1 LT 57W Quad Tube
160H - 1 LT 60W PLH
100I - 1 LT 100W Incandescent
070P - 1 LT 70W PS Metal Halide
070E - 1 LT 70W Electronic PSMH*
100E - 1 LT 100W Electronic PSMH*

VOLTAGE
1 - 120
2 - 277
3 - 347

D - Dual HID 120/277
M - Multi HID

REFLECTOR
1 - White Aluminum
2 - Anodized Aluminum
3 - Soft-Glo Acrylic
4 - Clear Prismatic Acrylic
5 - Custom Finish
6 - Hi-Impact Acrylic
7 - Cool-Lux

16 INCH
432T - 4 LT 32W Triple Tube
242T - 2 LT 42W Triple Tube
342T - 3 LT 42W Triple Tube
442T - 4 LT 42W Triple Tube
257Q - 2 LT 57W Quad Tube
260H - 2 LT 60W PLH
270Q - 2 LT 70W Quad Tube
285H - 2 LT 85W PLH*
100P - 1 LT 100W PS Metal Halide
150P - 150W PS Metal Halide
150E - 150W Electronic PSMH*
175P - 175 Pulse Start M.H.
85QL - 1 LT 85W Induction lamp   

(120V)*
200I - Incandescent

22 and 25 INCH

642T - 6 LT 42W Triple Tube
842T - 8 LT 42W Triple Tube*
457Q - 4 LT 57W Quad Tube
470Q - 4 LT 70W Quad Tube*
385H - 3 LT 85W PLH
2120H - 2 LT 120W PLH
3120H - 3 LT 120W PLH* 

250P
315E – 315W Master Color MH*

 - 250 Pulse Start M.H.

320P - 320 Pulse Start M.H.
320E - 320W Electronic PSMH*
350P - 350 Pulse Start M.H.
400P - 400 Pulse Start M.H.
450P - 450 Pulse Start M.H. (25" only)
300I - 300W incandescent
165QL - 1 LT 165W Induction lamp (277V)* 

ELP - W 0 - 4 1 232T 1

25"12", 16", 22"

Note: HID Lamps - consult manufacturer’s data to specify lamp suitable for
open or enclosed fixtures. May require special socket — Consult Factory.

Notes:
1. All 12", 16" and 22"/25" with hose or NSF option

have lens factory installed. Otherwise field installed.
See SL option.

2. All fixtures listed for 40°C unless noted.

* Fixture has vented ballast cover.
Temperature limitations may apply. Consult factory 

Guth utilized the services of U.L. and ETL for listing products.
Specifications and data are subject to change without notice.

GN1, GN2

Options
Electrical & Ballasts
“/BL” - Bi-Level MH - consult factory
"/DIM" – electronic MH and CFL – consult factory (25°C for CFL’s)
Custom Finishes
Paint - Tiger Dryloc Standard - consult factory 
Color Anodizing - Consult factory
Reflector Color - (plastic or aluminum) - consult factory
Plating - Consult factory (n.a. on 22" and 25")
Listings
“/NSF” - NSF International Label (with “W” Enclosure)
“/HOSE” - Suitable for Hosedown Label (with “W” Enclosure)
Damp Location Mountings
“/LHCP-120” - Loop Hanger, 6' White Cord and Molded Plug
“/LHCP-277” - Loop Hanger, 6' White Cord and Twist Lock Plug
“/CS_” - I.P. Stem with White Swivel Canopy

Specify length 3" to 96" (_)
“/WCC” - 6' White Cord and White Canopy (12" damp unit only)
“/BCC” - 6' Black Cord and Black Canopy (12" damp unit only)
“/WCW” - 6' White Curly Cord, steel cable and canopy (damp only)
“/BCW” - 6' Black Curly Cord, steel cable and canopy (damp only)
“/BCA” - 6" Black Cord, 10' aircraft cable and canopy
“/WCA” - 6' White Cord, 10' aircraft cable and canopy
Wet Location Mountings
“/LH-PT” - Loop Hanger Cord Set with 3' Pigtails
“/WLP” - 6' Cord,Wet Location Plug and Receptacle
Optics
“/SL” - Lens factory glued w/o clips (22" and 25")
"/LVRS" – 1.5" deep parabolic louver
"/LVRD" – 2.5" deep parabolic louver 

(consult factory for lamp clearance)
Safety
"/BEF"- 25°C listed internal 32/42 CFL 90 min battery pack 

(Bodine CF-94). NA with 8-42w CFL fixture & 12" 2-32/42w CFL 
"/BEFX" – battery back-up for increased capacity – consult factory
“/ISL” - Instant Standby Quartz (16", 22" and 25" only)
“/DISL” - Delay Instant Standby Quartz (22" and 25" only)
“/IE” - Emergency Quartz Socket 120V only (16", 22" and 25" only)
“/BRC” - Safety Chain and Hanger
“/WG” - Wire Guard
Mounting Accessories
“/GN1” - 1/2" diameter aluminum  Gooseneck - 12" 
“/GN2” - 1/2" diameter aluminum Gooseneck  - 16" and 22" units only
“/BKT4” - Quad fixture mounting bracket - consult factory
“/BKT2” - Twin fixture mounting bracket - consult factory

Enviroguard™ Ordering Information

BC Open

A

Type Catalog Number Lamp Comments

Metal Halide Note: 
1. Lamp manufacturers state” type E and S type 

     lamps must be turned off for 15 minutes each week 
     to prevent a non-passive failure”
 2.Type O rated lamps have no turn-off requirement. 

An optional pink socket will only accept O rated lamps.

210E – 210W Master Color MH*
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